
Operation of the Linpic Carousel 
This Storage Carousel is operated by an onboard control system consisting of a VD screen mounted 
at the side of the counter with a keypad attached Using this software option either a location or 
actual part number can be entered. Either a single pick or a picking list of 99 items can be entered. 
AMH can provide software upgrades should you require. 
 
Installation and Training  
Our quotation is based on the availability of a clear and level site. A suitable forklift truck and driver 
for offloading and positioning the machine will be required. A 415v, 3-phase electrical supply, rated 
at 16amps will be required to connect to the machines isolator. Fully trained AMH engineers will 
install the machine and on completion will provide full on-site training before handing over. 
 
Warranty  
All the machines mechaincal and electrical components are warrented against defective 
workmanship and materials for six months after date of installation. This does not include where 
failure has occured through misuse, negligence,abuse,accident,fire,water or any other cause beyond 
the control of AMH Services Ltd 

  
 

 Used Storage Carousels 
 
Machine Type: Kardex 250 
Model No:  n/a 
Serial No:  n/a 
 
Height:   6000 mm 
Width:   3000 mm 
Depth:   1700 mm 
Plus Counter:  300 mm 

Total Number of Carriers 36 off 
All Carriers Single Tier 
Carrier Depth:                  620mm 
Carrier Length  2500mm 
Carrier Pitch:                    230mm 
 
Carrier Load Capacity:     250 kg 
Machine Load Capacity:  9000 kg 
 
Power: 3-Phase , 415v, 50Hz                                             
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AMH Services Ltd - 01908 648900                  Unit 155 

Note: Photos for illustration purposes only 
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